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Thank you for choosing the Corinex AV200 Powerline Ethernet Adapter.
Please follow the steps below, to successfully install the adapter and make the initial
configuration.

l.
2.

Connect the Corinex AV200 Powerline Ethernet Adapter to the electrical socket
Connect the computer to the adapter, using a straight-forward Ethernet cable
which came with the product.

Change the IP address of your computerto 10.10.1.1, network mask 255.255.0.0.
For more information on how to set the IP address in you system, please see the
User Guide which can be found on the enclosed CD.

Start your web browser (eg. Internet Explorer) and open the webpage
http://10.10.1.69.

The authentication pages of the Corinex AV200 Powerline Ethernet Adapter will
appear.
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Corinex AV200 Powerline Ethernet Adapter Web Configuration

Authentication

This unit is password protected. Please enter the correct password to access the web pages

+Passward

Cancel

Factory Reset*:

+Password

Warning! Current configuration will be lost

ﬂl Cancel

In case you will be asked for password, enter “paterna” and press OK.
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6. The main page of the configuration interface opens.
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Corinex AV200 Powerline Ethernet Adapter Web Configuration

Available Connections

PLC Connections:

PLC Pori]  MAC Address Phy Tx Throughput] Phy Rx Throughput]  Bridge State] Network Id]

Bty list

External Interfaces:

Interface| Phy Throughput] Bridge State|

EXTA 100 Mbps Forwarding
Further information
Change configuration
General Information
MAC Type In-Home &% Node Type AP
MAC Address O00BC20D0S25
IP Adldress 10.10.1.69 Mumber of Boots ]
SYMC - MODE 13
AGC RX Enabled RXG 7
AGC TX Disabled TXG 1
Access Protacal DOME

Please click on Change configuration to get to the next page.

7. On the next page, go to the section Network Settings and change the IP
Address of the Corinex AV200 Powerline Ethernet Adapter.

Network Configuration®

«IP Configuration

Fixed IP Configuration:
oIP Address

*Subnet Mask
«Default Gateweay IP Address

*all changes in Metwork Condigurstion will have effect after systerm boot

[10.10.1.68 |
[255.255.0.0 |
[182.168.1.105 |

Please make sure, that every adapter in your network has a unique IP address.
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8. After entering the new IP Address, click OK. Please wait until the
configuration page reloads.

9. In the section Hardware Reset, click on Hardware Reset.

Hardware Reset Hardware Feset

The adapter will reboot with the new IP Address.

Please change the IP Addresses for every adapter you are using in your network.
For example, if you have 3 adapters in your network, you can use the following
configuration:

Adapter no. IP Address
I 10.10.1.1
2 10.10.1.2

10.10.1.3

The CD enclosed with the Corinex AV200 Powerline Ethernet Adapter features an
automatically starting software with the possibility to optimize the Microsoft
Windows networking performance for using with the AV200 Powerline Ethernet
Adapter. Follow the steps below to optimize your system.

I. Insert the enclosed CD into your CD-ROM drive. Wait until the autorun starts
automatically, or navigate to the root folder of the CD using Windows Explorer
and execute the file autorun.exe manually.

Corinex
AV200 Powerline
Ethernet Adapter

= Improve network performance

Read Documentation

Close @,Guﬁnex
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2. Click on Improve Network Performance and confirm the appearing

dialog.
Registry Editor |
“f/‘ Are you sure you want ko add the information in CADSZAUT~ 14 AYZ00P~11AY200P~ 1 scriptsitcpwin, reg ko the
S reqiskry’?

3. Reboot your system
Your Corinex AV200 Powerline Ethernet Adapter is now configured.

For more information about the set-up, please read the user guide which can be
found on the enclosed CD.
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